
MACHINING пе.

3-Valve In-Line Block & Bleed Manifold

Remote Mount with Vent

Mac-Weld's 3 - Valve In-Line Block and Bleed manifold is а variation of а typical
2 valve bIock and bIeed manifold for gauge and static instrument applications.
Ап additional bIock valve is provided as well as а single У2" vent/drain port
located оп the underside of the manifold.

• 316L Stainless Steel Body, stem and trim
• 6000 psig @ 1000 F (414 Ьаг @ 380 С)

• PTFE Packing
• Non-rotating trim provides bubbIe tight shut-off
• Optional availability: NACE certified wetted parts and graphoil packing

PART NUMBER

M-3BB-L-RМ-08F-08F- V08F

END CONNECTION DRAIN /VENT
МANIFOLD ТУРЕ AND DESCRIPTION

c/w PLUG МATERIAL

PROCESS INSTRUMENT

Stainless Steel 3 ValveBlock and Bleed In-Line Mani-
V2" Female NPT V2" Female NPT V2" Female NPT 316Lfold, Remote mount, Т-Ваг handle,c/w Vent/Drain
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PART NO. PART DE5CRIPTION MATERIAL QТY

1 BODY 55316L 1

2 GLAND BODY 55316L 3

3 GLAND RETAINER 55304 3

4 GLAND 5EAL нт.н 6

5 СНЕСК NUT 55304 3

6 5PINDLE 55316L 3

7 TRIM 55316L 3

8 HANDLE 55304 3

9 WA5HER 5.5. 3

10 LOСК PIN 55304 3

11 DU5TCAP Р.У.с. 3
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