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Aircom Instrumentation Ltd. 
9328 - 37 Avenue NW 

Edmonton, AB T6E 5K3 
Ph: (780) 434-6916 

Sales@AircomInstrumentation.com 
www.AircomInstrumentation.com 

Section: Thermocouple Sensor Probes & Assemblies 
File: Ceramic-Thermocouple-Sensor-Probe-TC12PT-1 

TC12PT Ceramic Sheathed Thermocouple 

T1 Sheath  - OD 

12 0.125” Alumina tube 

18 0.187” Alumina Tube 

TC12PT Ceramic Sheathed Thermocouple 

TC12PT - T1 - T2 - T3 - T4 

NOTES:  
1. Part number example: TC12PT-12-S-S-12 
2. Temperature rating is the thermocouple type or ceramic insulator, which ever is less 
3. Ceramic insulator material is Alumina (1650°C rating).  
4. Thermocouple wire AWG = 24 for TC12PT models. 

T2 Thermocouple Junction Quantity 

S Single 

D Dual 

T4 Thermocouple Type 

R Type R (black/ red) 

S Type S (black/ red) 

B Type B (grey/ red) 

Outline & Dimensions 

0.5” 

L 2.0” 

Copper sleeve used 

to protect lead wire 

T4 Sensor Probe “L” Length (inches) 

“inches” Specify length in inches 

OD 

Model Code 


