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Aircom Instrumentation Ltd. 
9328 - 37 Avenue NW 

Edmonton, AB T6E 5K3 
Ph: (780) 434-6916 

Sales@AircomInstrumentation.com 
www.AircomInstrumentation.com 

Section: Temperature Sensor Accessories 
File: Spring-Loaded-Fittings-1 

Model: TX0-12 

 

Description: 1/2” by 1/2” NPT spring loaded bushing 

 

Material: 304/L Stainless Steel 

 

Additional Info: Adjustable by loosening the knurled nut and 

changing spring position 

Also called a transmitter bushing 

Spring Loaded Busing - TX0-12 

Spring Loaded Fittings 

2.375” 

Model:OS0-12 

 

Description: 1/2” by 1/2” NPT spring loaded oil seal bushing 

tested to 30psi    

 

Material: 304/L Stainless Steel 

 

Additional Info: Adjustable by loosening the knurled nut and 

changing spring position 

Spring Loaded Oil Seal Bushing - OS0-12 

Model: SL0-12 

 

Description: 1/2” NPT spring loaded fitting 

 

Material: 304/L Stainless Steel 

 

Additional Info: Adjustable by loosening the knurled nut and 

changing spring position 

Spring Loaded Fitting - SL0-12 

2.375” 

2.375” 


